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Cilindros guiados Mini DFC
Productos y periféricos

Función Ejecución Tipo Diámetro del

émbolo

Carrera

[mm] [mm]

De doble

efecto

DFC 4 5, 10, 15, 20

6 5, 10, 15, 20, 25, 30

10 5, 10, 15, 20, 25, 30

Diámetro del émbolo 4 mm Diámetros de émbolo 6, 10 mm

3

1 2

Racor rápido roscado integrado
4

Accesorios

Descripción resumida Diámetro del

émbolo 4 mm

Diámetro del

émbolo 6 mm

Diámetro del

émbolo 10 mm

� Página/Internet

1 Racor rápido roscado

QSM

Para la conexión de tubos flexibles con tolerancias

en su diámetro exterior
– � �

quick star

2 Válvula de estrangulación

y antirretorno

GRLZ

Para regular la velocidad

– – �

10

3 Detector de posición

SME/SMT-10

–
– � �

10

4 Soporte para detectores Incluido en el suministro de la unidad

de guía mini
– � �

–

Posibilidades de montaje

Montaje plano desde arriba Montaje plano desde abajo

Montaje lateral desde abajo Montaje en el yugo
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Cilindros guiados Mini DFC
Código para el pedido

DFC — 6 — 20 — P — A — GF

Tipo

De doble efecto

DFC Cilindro guiado Mini

Diámetro del émbolo [mm]

Carrera [mm]

Amortiguación

P Anillos y discos elásticos en ambos lados

Detección de posiciones

Sin detección de posición

A Para detectores de proximidad

Guía

GF Guía de cojinete deslizante

KF Guía de rodamiento de bolas
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Cilindros guiados Mini DFC
Hoja de datos

Función

DFC-…

Sin detección de posiciones finales

DFC-…-A-…

Con detección de posiciones finales

-N- Diámetro
4, 6, 10 mm

-T- Carrera
5 … 30 mm

-W- www.festo.com

DFC-4-… DFC-6-…, DFC-10-…

Datos técnicos generales

Diámetro del émbolo 4 6 10

Conexión neumática Boquilla enchufable PK-3 para tubos

flexibles con diámetro nominal 3

M3 M5

Fluido de trabajo Aire comprimido según ISO 8573-1:2010 [7:4:4]

Nota sobre el fluido de

trabajo/mando

Es posible el funcionamiento con aire comprimido lubricado (lo cual requiere seguir utilizando aire lubricado)

Presión de funcionamiento [bar] 3,5 … 7,0 1,5 … 10,0 1,0 … 10,0

Construcción Émbolo

Vástago

Barras de guía con yugo

Amortiguación Anillos y discos elásticos en ambos lados

Detección de posiciones – Para detectores de proximidad

Tipo de fijación Mediante taladros

Con rosca interior

Posición de montaje Indiferente

Antigiro/Guía Barra de guía con yugo

con guía de deslizamiento

Barra de guía con yugo

con guía d deslizamiento o rodamiento de bolas

Condiciones del entorno

Variante Guía de deslizamiento GF Guía de rodamiento de bolas KF

Temperatura ambiente1) [°C] –5 … +60

Clase de resistencia a la corrosión CRC2) 2 –

1) Tener en cuenta las condiciones de funcionamiento de los detectores.

2) Clase de resistencia a la corrosión 2 según norma de Festo 940 070

Válida para piezas expuestas a gran peligro de corrosión. Piezas exteriores en contacto directo con substancias usuales en entornos industriales, tales como disolventes, detergentes o lubricantes, con superficies

principalmente decorativas.

Velocidades [m/s] con carrera máxima

Diámetro del émbolo 4 6 10

Velocidad máxima 1,0 1,0 1,0

Velocidad mínima 0,1 0,1 0,1

Fuerzas [N]

Diámetro del émbolo 4 6 10

Fuerza teórica con 6 bar en avance 7,5 17 47

Fuerza teórica con 6 bar en retroceso 5,5 12,5 35
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Cilindros guiados Mini DFC
Hoja de datos

Energía de impacto [J]

Diámetro del émbolo 4 6 10

Energía máx. de impacto en las

posiciones finales

0,006 0,008 0,05

vadm. =

2 x Eadm.

mpropia + mcarga
�

mcarga =

2 x Eadm.

v2
− mpropiaMasa máxima admisible:

Velocidad de impacto admisible:
vadm. Velocidad de impacto

admisible

Eadm. Energía máx. de impacto

mpropia Masa móvil (actuador)

mcarga Carga útil a mover

-H- Importante

Estos valores son valores máximos

posibles. Debe tenerse en cuenta la

energía máxima admisible del

impacto.

Masa m máxima admisible en función de la velocidad de impacto v

v [m/s]

m
[g
]

v [m/s]

m
[g
]

Pesos [g]

Diámetro del émbolo 4 6 10

Peso del producto con carrera 5 mm 10 28 91

con carrera 10 mm 12 34 100

con carrera 15 mm 15 39 108

con carrera 20 mm 18 44 117

con carrera 25 mm – 49 125

con carrera 30 mm – 55 134

Masa móvil con carrera de 0 mm 3,2 8,8 27,2

Masa adicional por 10 mm de carrera 1,3 2,8 7,2

Materiales

Vista en sección

1

5

2

4

3

Cilindro guiado Mini

1 Cuerpo Aleación de aluminio

2 Placa orientable Aleación de aluminio

3 Culata Aleación de aluminio

4 Vástago Acero de aleación fina, inoxidable

5 barras de guía Acero de aleación fina

– Juntas Poliuretano, caucho nitrílico
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Cilindros guiados Mini DFC
Hoja de datos

Carga útil máxima F [N]

Guía deslizante GF y de rodamiento de bolas KF

1 Centro de gravedad de la carga

útil

Diámetro del

émbolo

XS Carrera

[mm]

[mm] [mm] 5 10 15 20 25 30

4 GF 5 1,7 1,7 1,7 1,7 – –

KF – – – – – –

6 GF 10 4,8 4,8 4,8 4,8 4,8 4,8

KF 4,6 4,6 4,6 4,6 4,6 4,6

10 GF 15 12,2 12,2 12,2 12,2 12,2 12,2

KF 9,8 9,8 9,8 9,8 9,8 9,8

Momento admisible M [Nm]

Guía deslizante GF y de rodamiento de bolas KF

MTorsión Diámetro del

émbolo

Carrera

[mm]

[mm] 5 10 15 20 25 30

4 GF 0,02 0,02 0,02 0,02 – –

KF – – – – – –

6 GF 0,1 0,1 0,1 0,1 0,1 0,1

KF 0,1 0,1 0,1 0,1 0,1 0,1

10 GF 0,4 0,4 0,4 0,4 0,4 0,4

KF 0,3 0,3 0,3 0,3 0,3 0,3

Holgura torsional p

Guía deslizante GF y de rodamiento de bolas KF

+ρ

–ρ

Diámetro del émbolo 4 6 10

en estado retraído

Holgura torsional [°] GF 0,07 0,05 0,04

KF 0,07 0,05 0,03

en estado extendido y con carrera máxima

Holgura torsional [°] GF 0,11 0,07 0,06

KF 0,12 0,08 0,05
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Cilindros guiados Mini DFC
Hoja de datos

Desviación del vástago

f = f1 + f2

f = desviación total del vástago

f1 = Desviación por holgura del cojinete = máx. 0,02 mm

f2 = desviación por fuerza lateral

Desvío f2 debido a la fuerza lateral F en función de la carrera

Diámetro del émbolo 4 mm Diámetro del émbolo 6 mm

F [N]

f2
[m
m
]

1

2

3

4

F [N]

f2
[m
m
]

1
2

6

5

4

3

Diámetro del émbolo 10 mm

F [N]

f2
[m
m
]

4

6

5

3

1
2

1 Carrera 5 mm

2 Carrera 10 mm

3 Carrera 15 mm

4 Carrera 20 mm

5 Carrera 25 mm

6 Carrera 30 mm
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Cilindros guiados Mini DFC
Hoja de datos

Dimensiones Datos CAD disponibles en� www.festo.com

1 Conexión de aire comprimido

3 Soporte para detectores

(incluido en el suministro

de la unidad de guía mini)

4 Dimensión L8 ajustada

en estado extendido

+ = añadir carrera

Diámetro del émbolo 4 mm

2 Boquilla enchufable PK-3 para

tubos flexibles con diámetro

nominal 3

+ = añadir carrera
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Cilindros guiados Mini DFC
Hoja de datos

Diámetro

[mm]

B1 B2 B3 B4 B5 B6 B7 B8 B9 B10 B11 B12 B13

H8

B14 B15 B16 D1

∅

4 24 20 9,8 7,4 6 15 9,5 8 8,5 10 11 5 2 – – – 2,1

6 35 29 17 6,5 8,5 22 14 11 12 15 15,75 8 2 1 26,2 12,8 2

10 48 43 21,5 10 9,5 32 17,5 16 15,5 20 20,5 10 2 1 33 18 3,2

Diámetro

[mm]

D2 D3

∅

D4

∅

H8

D5 D6

∅

D7 D8

∅

EE H1 H2 H3 H4 H6 H7 H8 L1 L2

4 – – 2 M2 – M2 2 – 5,5 4,5 2,75 – 2,75 2,75 – 24 18

6 M2,5 4 2 M2,5 M2 M2,5 3 M3 9 7 4,5 – 4,5 3,5 15 34 27

10 M4 5,8 2 M3 M2 M4 5 M5 13 11 6,5 8 2,5 5,5 19 48 40

Diámetro

[mm]

L3 L4

+0,3

–0,9

L5 L6 L7 L8

+0,2

L9 L10 L11 L12 T1 T2 T3 T4 T5

4 4 6 1 8 3 11 3,5 0,5 – – – 5,5 2 4 –

6 5 7 1 8 10 10 5 0,5 16 19,35 3 6,1 2,6 5 2,5

10 6 8 1 10 20 13 5 1 22,2 25,6 4 9,6 2,6 3 3

Referencias

Diámetro

[mm]

Carrera Guía de deslizamiento GF Guía de rodamiento de bolas KF

[mm]

Nº de

artículo

Tipo Nº de

artículo

Tipo

4 5 189 479 DFC-4-5-P-GF –

10 189 452 DFC-4-10-P-GF

15 189 453 DFC-4-15-P-GF

20 189 454 DFC-4-20-P-GF

6 5 189 455 DFC-6-5-P-A-GF1) 189 461 DFC-6-5-P-A-KF1)

10 189 456 DFC-6-10-P-A-GF1) 189 462 DFC-6-10-P-A-KF1)

15 189 457 DFC-6-15-P-A-GF1) 189 463 DFC-6-15-P-A-KF1)

20 189 458 DFC-6-20-P-A-GF1) 189 464 DFC-6-20-P-A-KF1)

25 189 459 DFC-6-25-P-A-GF1) 189 465 DFC-6-25-P-A-KF1)

30 189 460 DFC-6-30-P-A-GF1) 189 466 DFC-6-30-P-A-KF1)

10 5 189 467 DFC-10-5-P-A-GF1) 189 473 DFC-10-5-P-A-KF1)

10 189 468 DFC-10-10-P-A-GF1) 189 474 DFC-10-10-P-A-KF1)

15 189 469 DFC-10-15-P-A-GF1) 189 475 DFC-10-15-P-A-KF1)

20 189 470 DFC-10-20-P-A-GF1) 189 476 DFC-10-20-P-A-KF1)

25 189 471 DFC-10-25-P-A-GF1) 189 477 DFC-10-25-P-A-KF1)

30 189 472 DFC-10-30-P-A-GF1) 189 478 DFC-10-30-P-A-KF1)

1) Kits de fijación para detectores de proximidad contenidos en el suministro.
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Cilindros guiados Mini DFC
Accesorios

Referencias: detectores de posición para ranura en C, magnetorresistivos Hojas de datos� Internet: smt

Tipo de fijación Salida

digital

Conexión eléctrica,

sentido de salida de la conexión

Longitud del cable N° art. Tipo

[m]

Contacto normalmente abierto

Montaje en la ranura

desde la parte superior

PNP Conector M8x1, 3 contactos, frontal 0,3 551 375 SMT-10M-PS-24V-E-0,3-L-M8D

Cable, trifilar, frontal 2,5 551 373 SMT-10M-PS-24V-E-2,5-L-OE

Referencias: detectores de posición para ranura en C, Reed magnéticos Hojas de datos� Internet: sme

Tipo de fijación Salida

digital

Conexión eléctrica,

sentido de salida de la conexión

Longitud del cable N° art. Tipo

[m]

Contacto normalmente abierto

Introducción a lo largo de

la ranura

Con con-

tacto

Conector M8x1, 3 contactos, frontal 0,3 173 212 SME-10-SL-LED-24

Cable, trifilar, frontal 2,5 173 210 SME-10-KL-LED-24

Referencias: cables Hojas de datos� Internet: nebu

Conexión eléctrica en el lado iz-

quierdo

Conexión eléctrica en el lado derecho Longitud del cable N° art. Tipo

[m]

Conector recto tipo zócalo M8x1,

3 contactos

Cable de 3 hilos, extremo libre 2,5 541 333 NEBU-M8G3-K-2.5-LE3

5 541 334 NEBU-M8G3-K-5-LE3

Conector acodado tipo zócalo M8x1,

3 contactos

Cable de 3 hilos, extremo libre 2,5 541 338 NEBU-M8W3-K-2.5-LE3

5 541 341 NEBU-M8W3-K-5-LE3

Referencias: válvulas reguladoras de caudal Hojas de datos� Internet: grlz

Conexión Material Nº de

artículo

Tipo

Rosca Para tubo de diámetro exterior

M5 3 Ejecución en metal 193 153 GRLZ-M5-QS-3-D

4 193 154 GRLZ-M5-QS-4-D

6 193 155 GRLZ-M5-QS-6-D


	Cilindros guiados Mini DFC
	Productos y periféricos
	Código para el pedido
	Hoja de datos
	Datos técnicos
	Vista en sección
	Dimensiones
	Referencias

	Accesorios
	detectores de posición
	cables
	válvulas reguladoras de caudal




<<
  /ASCII85EncodePages false
  /AllowTransparency false
  /AutoPositionEPSFiles true
  /AutoRotatePages /None
  /Binding /Left
  /CalGrayProfile (Dot Gain 20%)
  /CalRGBProfile (sRGB IEC61966-2.1)
  /CalCMYKProfile (Europe ISO Coated FOGRA27)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /Warning
  /CompatibilityLevel 1.5
  /CompressObjects /Tags
  /CompressPages true
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages true
  /CreateJobTicket false
  /DefaultRenderingIntent /Default
  /DetectBlends false
  /DetectCurves 0.0000
  /ColorConversionStrategy /LeaveColorUnchanged
  /DoThumbnails false
  /EmbedAllFonts true
  /EmbedOpenType false
  /ParseICCProfilesInComments true
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 1048576
  /LockDistillerParams false
  /MaxSubsetPct 100
  /Optimize false
  /OPM 0
  /ParseDSCComments true
  /ParseDSCCommentsForDocInfo true
  /PreserveCopyPage false
  /PreserveDICMYKValues true
  /PreserveEPSInfo true
  /PreserveFlatness false
  /PreserveHalftoneInfo false
  /PreserveOPIComments false
  /PreserveOverprintSettings true
  /StartPage 1
  /SubsetFonts true
  /TransferFunctionInfo /Apply
  /UCRandBGInfo /Preserve
  /UsePrologue true
  /ColorSettingsFile ()
  /AlwaysEmbed [ true
  ]
  /NeverEmbed [ true
  ]
  /AntiAliasColorImages false
  /CropColorImages false
  /ColorImageMinResolution 250
  /ColorImageMinResolutionPolicy /OK
  /DownsampleColorImages false
  /ColorImageDownsampleType /Average
  /ColorImageResolution 300
  /ColorImageDepth 8
  /ColorImageMinDownsampleDepth 1
  /ColorImageDownsampleThreshold 1.33000
  /EncodeColorImages true
  /ColorImageFilter /FlateEncode
  /AutoFilterColorImages false
  /ColorImageAutoFilterStrategy /JPEG
  /ColorACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /ColorImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasGrayImages false
  /CropGrayImages false
  /GrayImageMinResolution 250
  /GrayImageMinResolutionPolicy /OK
  /DownsampleGrayImages false
  /GrayImageDownsampleType /Average
  /GrayImageResolution 300
  /GrayImageDepth 8
  /GrayImageMinDownsampleDepth 2
  /GrayImageDownsampleThreshold 1.33000
  /EncodeGrayImages true
  /GrayImageFilter /FlateEncode
  /AutoFilterGrayImages false
  /GrayImageAutoFilterStrategy /JPEG
  /GrayACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /GrayImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasMonoImages false
  /CropMonoImages false
  /MonoImageMinResolution 1000
  /MonoImageMinResolutionPolicy /OK
  /DownsampleMonoImages false
  /MonoImageDownsampleType /Average
  /MonoImageResolution 1200
  /MonoImageDepth -1
  /MonoImageDownsampleThreshold 1.50000
  /EncodeMonoImages true
  /MonoImageFilter /CCITTFaxEncode
  /MonoImageDict <<
    /K -1
  >>
  /AllowPSXObjects false
  /CheckCompliance [
    /None
  ]
  /PDFX1aCheck false
  /PDFX3Check true
  /PDFXCompliantPDFOnly true
  /PDFXNoTrimBoxError false
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox true
  /PDFXBleedBoxToTrimBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXOutputIntentProfile (None)
  /PDFXOutputConditionIdentifier ()
  /PDFXOutputCondition (ISO Coated \050Prozess-Standard Offset, gestrichenes Papier, 60 L/cm, ISO 12647-2:2004\051)
  /PDFXRegistryName ()
  /PDFXTrapped /False

  /CreateJDFFile false
  /Description <<
    /CHS (OFFSET: Creates PDF for offset printing from Composite-PostScript of layout applications \(XPress, InDesign\) with process and spot colors. Quality: 300/1200 dpi, JPEG Medium. Increase JPEG quality for critical images. Increase resolution for higher screen ruling. Preflight: images below 250/1000 dpi generate a warning; job is cancelled if fonts are missing. Attention: can only be used with Distiller 7.x Professional! \(050418/StJ. Use at your own risk. For more information: www.prepress.ch\))
    /CHT (OFFSET: Creates PDF for offset printing from Composite-PostScript of layout applications \(XPress, InDesign\) with process and spot colors. Quality: 300/1200 dpi, JPEG Medium. Increase JPEG quality for critical images. Increase resolution for higher screen ruling. Preflight: images below 250/1000 dpi generate a warning; job is cancelled if fonts are missing. Attention: can only be used with Distiller 7.x Professional! \(050418/StJ. Use at your own risk. For more information: www.prepress.ch\))
    /DAN (OFFSET: Creates PDF for offset printing from Composite-PostScript of layout applications \(XPress, InDesign\) with process and spot colors. Quality: 300/1200 dpi, JPEG Medium. Increase JPEG quality for critical images. Increase resolution for higher screen ruling. Preflight: images below 250/1000 dpi generate a warning; job is cancelled if fonts are missing. Attention: can only be used with Distiller 7.x Professional! \(050418/StJ. Use at your own risk. For more information: www.prepress.ch\))
    /ESP (OFFSET: Creates PDF for offset printing from Composite-PostScript of layout applications \(XPress, InDesign\) with process and spot colors. Quality: 300/1200 dpi, JPEG Medium. Increase JPEG quality for critical images. Increase resolution for higher screen ruling. Preflight: images below 250/1000 dpi generate a warning; job is cancelled if fonts are missing. Attention: can only be used with Distiller 7.x Professional! \(050418/StJ. Use at your own risk. For more information: www.prepress.ch\))
    /FRA (OFFSET: Creates PDF for offset printing from Composite-PostScript of layout applications \(XPress, InDesign\) with process and spot colors. Quality: 300/1200 dpi, JPEG Medium. Increase JPEG quality for critical images. Increase resolution for higher screen ruling. Preflight: images below 250/1000 dpi generate a warning; job is cancelled if fonts are missing. Attention: can only be used with Distiller 7.x Professional! \(050418/StJ. Use at your own risk. For more information: www.prepress.ch\))
    /ITA (OFFSET: Creates PDF for offset printing from Composite-PostScript of layout applications \(XPress, InDesign\) with process and spot colors. Quality: 300/1200 dpi, JPEG Medium. Increase JPEG quality for critical images. Increase resolution for higher screen ruling. Preflight: images below 250/1000 dpi generate a warning; job is cancelled if fonts are missing. Attention: can only be used with Distiller 7.x Professional! \(050418/StJ. Use at your own risk. For more information: www.prepress.ch\))
    /JPN (OFFSET: Creates PDF for offset printing from Composite-PostScript of layout applications \(XPress, InDesign\) with process and spot colors. Quality: 300/1200 dpi, JPEG Medium. Increase JPEG quality for critical images. Increase resolution for higher screen ruling. Preflight: images below 250/1000 dpi generate a warning; job is cancelled if fonts are missing. Attention: can only be used with Distiller 7.x Professional! \(050418/StJ. Use at your own risk. For more information: www.prepress.ch\))
    /KOR (OFFSET: Creates PDF for offset printing from Composite-PostScript of layout applications \(XPress, InDesign\) with process and spot colors. Quality: 300/1200 dpi, JPEG Medium. Increase JPEG quality for critical images. Increase resolution for higher screen ruling. Preflight: images below 250/1000 dpi generate a warning; job is cancelled if fonts are missing. Attention: can only be used with Distiller 7.x Professional! \(050418/StJ. Use at your own risk. For more information: www.prepress.ch\))
    /NLD (OFFSET: Creates PDF for offset printing from Composite-PostScript of layout applications \(XPress, InDesign\) with process and spot colors. Quality: 300/1200 dpi, JPEG Medium. Increase JPEG quality for critical images. Increase resolution for higher screen ruling. Preflight: images below 250/1000 dpi generate a warning; job is cancelled if fonts are missing. Attention: can only be used with Distiller 7.x Professional! \(050418/StJ. Use at your own risk. For more information: www.prepress.ch\))
    /NOR (OFFSET: Creates PDF for offset printing from Composite-PostScript of layout applications \(XPress, InDesign\) with process and spot colors. Quality: 300/1200 dpi, JPEG Medium. Increase JPEG quality for critical images. Increase resolution for higher screen ruling. Preflight: images below 250/1000 dpi generate a warning; job is cancelled if fonts are missing. Attention: can only be used with Distiller 7.x Professional! \(050418/StJ. Use at your own risk. For more information: www.prepress.ch\))
    /PTB (OFFSET: Creates PDF for offset printing from Composite-PostScript of layout applications \(XPress, InDesign\) with process and spot colors. Quality: 300/1200 dpi, JPEG Medium. Increase JPEG quality for critical images. Increase resolution for higher screen ruling. Preflight: images below 250/1000 dpi generate a warning; job is cancelled if fonts are missing. Attention: can only be used with Distiller 7.x Professional! \(050418/StJ. Use at your own risk. For more information: www.prepress.ch\))
    /SUO (OFFSET: Creates PDF for offset printing from Composite-PostScript of layout applications \(XPress, InDesign\) with process and spot colors. Quality: 300/1200 dpi, JPEG Medium. Increase JPEG quality for critical images. Increase resolution for higher screen ruling. Preflight: images below 250/1000 dpi generate a warning; job is cancelled if fonts are missing. Attention: can only be used with Distiller 7.x Professional! \(050418/StJ. Use at your own risk. For more information: www.prepress.ch\))
    /SVE (OFFSET: Creates PDF for offset printing from Composite-PostScript of layout applications \(XPress, InDesign\) with process and spot colors. Quality: 300/1200 dpi, JPEG Medium. Increase JPEG quality for critical images. Increase resolution for higher screen ruling. Preflight: images below 250/1000 dpi generate a warning; job is cancelled if fonts are missing. Attention: can only be used with Distiller 7.x Professional! \(050418/StJ. Use at your own risk. For more information: www.prepress.ch\))
    /ENU (OFFSET: Creates PDF for offset printing from Composite-PostScript of layout applications \(XPress, InDesign\) with process and spot colors. Quality: 300/1200 dpi, JPEG Medium. Increase JPEG quality for critical images. Increase resolution for higher screen ruling. Preflight: images below 250/1000 dpi generate a warning; job is cancelled if fonts are missing. Attention: can only be used with Distiller 7.x Professional! \(050418/StJ. Use at your own risk. For more information: www.prepress.ch\))
    /DEU <>
  >>
  /Namespace [
    (Adobe)
    (Common)
    (1.0)
  ]
  /OtherNamespaces [
    <<
      /AsReaderSpreads false
      /CropImagesToFrames true
      /ErrorControl /WarnAndContinue
      /FlattenerIgnoreSpreadOverrides false
      /IncludeGuidesGrids false
      /IncludeNonPrinting false
      /IncludeSlug false
      /Namespace [
        (Adobe)
        (InDesign)
        (4.0)
      ]
      /OmitPlacedBitmaps false
      /OmitPlacedEPS false
      /OmitPlacedPDF false
      /SimulateOverprint /Legacy
    >>
    <<
      /AddBleedMarks false
      /AddColorBars false
      /AddCropMarks true
      /AddPageInfo true
      /AddRegMarks false
      /BleedOffset [
        8.503940
        8.503940
        8.503940
        8.503940
      ]
      /ConvertColors /NoConversion
      /DestinationProfileName ()
      /DestinationProfileSelector /NA
      /Downsample16BitImages true
      /FlattenerPreset <<
        /PresetSelector /HighResolution
      >>
      /FormElements false
      /GenerateStructure false
      /IncludeBookmarks false
      /IncludeHyperlinks false
      /IncludeInteractive false
      /IncludeLayers false
      /IncludeProfiles true
      /MarksOffset 6
      /MarksWeight 0.250000
      /MultimediaHandling /UseObjectSettings
      /Namespace [
        (Adobe)
        (CreativeSuite)
        (2.0)
      ]
      /PDFXOutputIntentProfileSelector /DocumentCMYK
      /PageMarksFile /RomanDefault
      /PreserveEditing true
      /UntaggedCMYKHandling /LeaveUntagged
      /UntaggedRGBHandling /UseDocumentProfile
      /UseDocumentBleed false
    >>
    <<
      /AllowImageBreaks true
      /AllowTableBreaks true
      /ExpandPage false
      /HonorBaseURL true
      /HonorRolloverEffect false
      /IgnoreHTMLPageBreaks false
      /IncludeHeaderFooter false
      /MarginOffset [
        0
        0
        0
        0
      ]
      /MetadataAuthor ()
      /MetadataKeywords ()
      /MetadataSubject ()
      /MetadataTitle ()
      /MetricPageSize [
        0
        0
      ]
      /MetricUnit /inch
      /MobileCompatible 0
      /Namespace [
        (Adobe)
        (GoLive)
        (8.0)
      ]
      /OpenZoomToHTMLFontSize false
      /PageOrientation /Portrait
      /RemoveBackground false
      /ShrinkContent true
      /TreatColorsAs /MainMonitorColors
      /UseEmbeddedProfiles false
      /UseHTMLTitleAsMetadata true
    >>
  ]
>> setdistillerparams
<<
  /HWResolution [2400 2400]
  /PageSize [841.890 1190.551]
>> setpagedevice


